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MW 12” MODULAR GEARS

07-888308  3.08 8.8” Ford US Gear 8620  . . . . . . . . . .175.58
2020743      3.08 8.8” Ford Spicer Gear 8620  . . . . . . . .176.78
F888355     3.55 8.8” Ford Richmond Gear 8620  . . . . .294.00

F888373      3.73 8.8” Ford Motive Gear 8620 . . . . . . . .288.66
F888390      3.90 8.8” Ford Motive Gear 8620 . . . . . . . .336.15
F888410      4.10 8.8” Ford Motive Gear 8620 . . . . . . . .288.41

8.8” FORD GEARS

729-0121 2.91   12” Modular Gear, Series 1 Spool 2800.00
729-0320 3.20   12” Modular Gear, Series 1 Spool 2800.00
729-0133 3.70   12” Modular Gear, Series 2 Spool 2800.00
729-0120 3.89   12” Modular Gear, Series 2 Spool 2800.00
729-0115  4.11   12” Modular Gear, Series 2 Spool 2800.00
729-0116  4.29   12” Modular Gear, Series 2 Spool 2800.00
729-0132 4.44   12” Modular Gear, Series 2 Spool 2800.00

729-0117  4.57   12” Modular Gear, Series 2 Spool 2800.00
729-0118  4.71   12” Modular Gear, Series 2 Spool 2800.00
729-0135 5.00   12” Modular Gear, Series 2 Spool 2800.00
729-0136 5.14   12” Modular Gear, Series 2 Spool 2800.00
729-0134 5.43   12” Modular Gear, Series 2 Spool 2800.00
729-0124  5.83   12” Modular Gear, Series 2 Spool 2800.00

9310 PRO GEAR MATERIAL For 12” MW Modular Differential 14 ring gear bolts 9/16-18 thread 2.167” rear bearing dia. 40 spline input

SERIES 1 GEARS USE 53104 SPOOL OR 90030 CARRIER,  SERIES 2 GEARS USE 53108 SPOOL OR 90034 CARRIER

8620 STREET GEARS 1.626” dia. pinion stem  30 spline pinion 

SPECIAL GEAR RATIOS ARE NOW AVAILABLE FOR THE MW 12” MODULAR
REAR! CALL 1-800-525-1963 FOR MORE INFORMATION.

729-0099   4.11  12 Bolt Car Richmond Pro Gear  . .405.18
729-0074   4.33 12 Bolt Car Richmond Pro Gear  . . .411.11
729-0072   4.56 12 Bolt Car Richmond Pro Gear  . .372.20
729-0064   4.88 12 Bolt Car Richmond Pro Gear  . .372.01

729-0027   5.14 12 Bolt Car Richmond Pro Gear  . .373.20
729-0029   5.38 12 Bolt Car Richmond Pro Gear•  . .381.08
729-0031    5.57 12 Bolt Car Richmond Pro Gear•  . .398.83
729-0033   5.86 12 Bolt Car Pro Gear•  . . . . . . . . . .339.24
83-1019 Installation Kit, GM Car 12 Bolt  . . . . . . . .161.21

429-0094    3.08 12 Bolt Car Richmond 3 series  . . . .342.61
429-0113     3.4212 Bolt Car Richmond 3 series  . . . . . .298.72
G888342     3.42  12 Bolt Car Motive 3 series  . . . . . . . .318.92
429-0095    3.55 12 Bolt Car Richmond 3 series  . . . . .297.59
429-0039    3.73 12 Bolt Car Richmond 3 series  . . . . .298.96
G888373     3.73  12 Bolt Car US Gear 3 series  . . . . . .197.48
429-0096    3.73 12 Bolt Car Richmond 4 series  . . . . .260.09
429-0040    3.90 12 Bolt Car Richmond 3 series  . . . . .260.09
629-0304    4.10  12 Bolt Car Richmond 3 series  . . . . .389.82
629-0031    4.10 12 Bolt Car Richmond 4 series  . . . . .294.47
G888411      4.11  12 Bolt Car Motive Gear 4 series . . . .272.25

629-0378     4.33  12 Bolt Car Richmond 4 series  . . . . .367.33
G888456     4.56  12 Bolt Car Motive Gear 4 series . . . .421.34
629-0306    4.56 12 Bolt Car Richmond 3 series  . . . . .287.08
629-0032    4.56 12 Bolt Car Richmond 4 series  . . . . .460.05
G888456     4.56  12 Bolt Car Motive 4 series  . . . . . . . .194.36
629-0033    4.88 12 Bolt Car Richmond 4 series  . . . . .421.34
629-0034    5.14 12 Bolt Car Richmond 4 series  . . . . .223.12
629-0035    5.38 12 Bolt Car Richmond 4 series  . . . . .323.38
629-0037    5.86 12 Bolt Car Richmond 4 series•  . . . .323.80
629-0038    6.14 12 Bolt Car Richmond 4 series  . . . . .320.39
83-1019     Installation Kit, GM Car 12 Bolt  . . . . . . . .161.21

GM CAR 12 BOLT GEARS

GM CAR 12 BOLT PRO GEARS

8620 STREET OVAL TRACK GEARS 1.625” dia. pinion stem  30 spline pinion, 4 series

* Requires C-Clip Eliminator kit or other axle retention method

3 SERIES CARRIERS 3.08 TO 3.73 4 SERIES CARRIERS 3.90 AND NUMERICALLY HIGHER

9310 DRAG RACE PRO GEARS 1.625” dia. pinion stem  30 spline pinion, 4 series




