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429-0101   3.55 8” Ford Richmond Gear 8620  . . . . .344.94
429-0111    3.80 8” Ford Richmond Gear 8620  . . . . .340.36

629-0065   4.62 8” Ford Richmond Gear 8620 . . . . . .256.45

8” FORD GEARS

8” FORD INSTALLATION KIT 83-1015 Installation Kit, 8” Ford  . . . . . . . . . . . . . . . .123.96

729-0011    4.10 Dana 60 Pro Gear 9310  . . . . . . . . .423.49
729-0077   4.56 Dana 60 Pro Gear 9310  . . . . . . . . .424.80
729-0068   4.88 Dana 60 Pro Gear 9310  . . . . . . . . .424.80

729-0013   5.38 Dana 60 Pro Gear 9310  . . . . . . . . .392.53
729-0041   6.17 Dana 60 Pro Gear 9310  . . . . . . . . .451.41

429-0129    3.54 Dana 60 Richmond Gear  . . . . . . .495.79
706033-1X 3.54 Dana 60 Spicer Gear  . . . . . . . . . . .336.48
429-0130    3.73 Dana 60 Richmond Gear  . . . . . . .481.65
706033-2X 3.73 Dana 60 Spicer Gear  . . . . . . . . . . .428.03
629-0052   4.10 Dana 60 Richmond Gear  . . . . . . .342.60

629-0053   4.56 Dana 60 Richmond Gear  . . . . . . .342.60
629-0054   4.88 Dana 60 Richmond Gear  . . . . . . . .342.60
629-0057   5.13 Dana 60 Richmond Gear  . . . . . . . .342.60
706033-8X 7.17 Dana 60 Spicer Gear  . . . . . . . . . . .373.87

8620 STREET GEARS ‘66-’73 Dodge & Chrysler w/Hemi - Various 3/4 ton trucks ‘67-’98 9 3/4” ring gear  1.626” dia. pinion stem 29 spline pinion

DANA 60 GEARS

DANA 60 INSTALLATION KIT 83-1034 Installation Kit, Dana 60  . . . . . . . . . . . . . . .251.39

9310 DRAG RACE PRO GEARS 9 3/4” ring gear  1.626” dia. pinion stem  29 spline pinion

8620 STREET GEARS ‘65-’79 Mustang - ‘67-’72 Cougar - ‘64-’72 Comet - ’60-’72 Falcon & Fairlane .188” dia. pinion stem  25 spline pinion  

3 SERIES CARRIERS 3.40 AND NUMERICALLY LOWER 4 SERIES CARRIERS 3.73 AND NUMERICALLY HIGHER

429-0068    3.08 GM Truck 12 Bolt - 3 series  . . . . . . . .309.41
429-0280    3.73 GM Truck 12 Bolt - 4 series  . . . . . . . .309.50

629-0204    4.10 GM Truck 12 Bolt - 4 series  . . . . . . . .303.50
83-1018 Installation Kit, GM Truck 12 Bolt  . . . . . .131.70

8620 STREET GEARS ‘64-’82 C10/K10 & K20, Blazer - G10/G20 Van                                                 1.437” dia. pinion stem  30 spline pinion

GM TRUCK 12 BOLT GEARS

MW HI-EFFICIENCY GEARS

98-401        4.77 Hi-Efficiency Pro Gear  . . . . . . . . . . . .600.00
98-400        4.86 Hi-Efficiency Pro Gear  . . . . . . . . . . . .600.00
98-405        5.00 Hi-Efficiency Pro Gear  . . . . . . . . . . . .600.00
98-406        5.50 Hi-Efficiency Pro Gear  . . . . . . . . . . . .600.00

98-403        5.67 Hi-Efficiency Pro Gear  . . . . . . . . . . . .600.00
98-402        5.71 Hi-Efficiency Pro Gear  . . . . . . . . . . . .600.00
98-404        5.83 Hi-Efficiency Pro Gear  . . . . . . . . . . . .600.00

Replacement gears for the 67410 series Hi-Efficiency Thirdmembers (High Pinion). Made from 9310 material with the same hypoid
distance (and efficiency) as the Dana 60 rears. Requires MW pinion support, case, and spool to utilize. 32 spline input.

429-0097    3.08 Corvette C2-C3   . . . . . . . . . . . . . . . .423.22
429-0139    3.36 Corvette C2-C3  . . . . . . . . . . . . . . . . .423.18
V885355     3.36 Corvette C2-C3  . . . . . . . . . . . . . . . . .403.93
429-0021    3.55 Corvette C2-C3  . . . . . . . . . . . . . . . . .423.14

V885370     3.70 Corvette C2-C3  . . . . . . . . . . . . . . . . .315.66
429-0031    3.70 Corvette C2-C3  . . . . . . . . . . . . . . . . .409.96
429-0139    3.90 Corvette C2-C3  . . . . . . . . . . . . . . . . .426.18

30 spline pinion for series 3 carriers or  M/W ACG-030 Case 

CORVETTE C2-C3 ‘63 69 GEARS

DANA 60 PRO GEARS




